
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION

445 12th STREET S.W.

WASHINGTON  D.C.  20554

News media information 202-418-0500

Internet: http://www.fcc.gov (or ftp.fcc.gov)

TTY (202) 418-2555

Wednesday  February 24, 2016SES-01827    Report No.

re: Satellite Radio Applications Accepted For Filing

Satellite Communications Services

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any of
these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted
for filing will be assigned call signs, or other unique station identifiers.  However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

E100089SES-AFS-20150820-00538 E

Class of Station: Mobile Earth Station

Amendment

Panasonic Avionics Corporation

Nature of Service: Earth Station Aboard  Aircraft, Fixed Satellite Service, Mobile Satellite Service

See IBFS File No. SES-MFS-20150609-00349  for a description of application amended.

SITE ID: PPA Remotes

Operate up to 2000  ESAA stations (0.89 m antennas), USA AND GLOBALLOCATION:

PANASONICPPA 0.89 metersANTENNA ID: AURA LE

44.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK11450.0000 - 12750.0000 MHz 72M0G7D

PSK11450.0000 - 12750.0000 MHz 36M0G7D

PSK11450.0000 - 12750.0000 MHz 1M20G7D

43.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK10700.0000 - 12750.0000 MHz 1M20G7DPage 1 of 25



PSK10700.0000 - 12750.0000 MHz 36M0G7D

PSK10700.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00KG7D

43.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

PSK12500.0000 - 12750.0000 MHz 54M0KG7D

PSK12500.0000 - 12750.0000 MHz 1M20KG7D

PSK12250.0000 - 12750.0000 MHz 54M0KG7D

PSK12250.0000 - 12750.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 54M0KG7D

PSK11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11450.0000 - 12750.0000 MHz 27M0KG7D

PSK11450.0000 - 12750.0000 MHz 1M20KG7D

PSK10950.0000 - 11700.0000 MHz 54M0KG7D

PSK10950.0000 - 11700.0000 MHz 1M20KG7D

PSK10950.0000 - 11200.0000 MHz 27M0KG7D

PSK10950.0000 - 11200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7D

SITE ID: MELCO Remotes

Operate up to 50 ESAA stations (0.68 m antennas), CONUS, AK, HI, USLOCATION:

Mitsubishi ElectronicsMELCO 0.68 metersANTENNA ID: 726-20176-101

42.10 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 9M00G7D

24.60 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 160KG7D

36.70 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 2M56G7DPage 2 of 25



BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 9M00G7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 160KG7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 2M56G7D

33.20 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 500KG7D

45.75 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 9M00G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 1M20G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 36M0G7D

BPSK, QPSK DIGITAL DATA10950.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 9M00KG7D

36.30 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 500KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 54M0KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7D

Points of Communication:

MELCO Remotes - AMC-16 - (85 W.L.)

MELCO Remotes - ESTRELA DO SUL 2 - (63 W.L.)

MELCO Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

MELCO Remotes - GALAXY 16 - (99 W.L.)

MELCO Remotes - GALAXY 17 (S2715) - (91 W.L.)

MELCO Remotes - INTELSAT 29e (S2913) - (50.0 W.L.)

MELCO Remotes - JCSAT 5A - (132 E.L.)

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - OTHER - Page 3 of 25



MELCO Remotes - OTHER -

MELCO Remotes - SES-6 (S2870) - (40.5 W.L.)

MELCO Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - AMAZONAS 2 (S2793) - (61 W.L.)

PPA Remotes - AMC-16 - (85 W.L.)

PPA Remotes - ANIK F1(S2745) - (107.3  W.L)

PPA Remotes - ANIK G1 - (107.3 W.L.)

PPA Remotes - APSTAR 6 - (226 W.L.)

PPA Remotes - Apstar 7 - (76.5 E.L.)

PPA Remotes - AsiaSat 5 - (100.5E)

PPA Remotes - ESTRELA DO SUL 2 - (63 W.L.)

PPA Remotes - Eutelsat 10A (W2A) - (10.0 E.L.)

PPA Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

PPA Remotes - EUTELSAT 117 (S2873) - (116.8 W.L.)

PPA Remotes - EUTELSAT 172A(S2610) - (172 E. L.)

PPA Remotes - GALAXY 16 - (99 W.L.)

PPA Remotes - GALAXY 17 (S2715) - (91 W.L.)

PPA Remotes - INTELSAT 14 (S2785) - (45.0 W.L.)

PPA Remotes - INTELSAT 15 (S2789) - (85.0 W.L.)

PPA Remotes - INTELSAT 29e (S2913) - (50.0 W.L.)

PPA Remotes - JCSAT 5A - (132 E.L.)

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - SES-6 (S2870) - (40.5 W.L.)

PPA Remotes - Superbird C2 - (144 E.L)

PPA Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - Yamal 300K - (90 E.L.) Page 4 of 25



E100089SES-AFS-20160107-00003 E

Class of Station: Mobile Earth Station

Amendment

Panasonic Avionics Corporation

Nature of Service: Earth Station Aboard  Aircraft, Fixed Satellite Service

See IBFS File No. SES-MFS-20150609-00349  for a description of application amended.

SITE ID: MELCO Remotes

Operate up to 50 ESAA stations (0.68 m antennas), CONUS, AK, HI, USLOCATION:

Mitsubishi ElectronicsMELCO 0.68 metersANTENNA ID: 726-20176-101

42.10 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 9M00G7D

24.60 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 160KG7D

36.70 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 2M56G7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 9M00G7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 160KG7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 2M56G7D

33.20 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 500KG7D

45.75 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 9M00G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 1M20G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 36M0G7D

BPSK, QPSK DIGITAL DATA10950.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 9M00KG7D

36.30 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 500KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 54M0KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7DPage 5 of 25



SITE ID: PPA Remotes

Operate up to 2000  ESAA stations (0.89 m antennas), USA AND GLOBALLOCATION:

PANASONICPPA 0.89 metersANTENNA ID: AURA LE

44.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK11450.0000 - 12750.0000 MHz 72M0G7D

PSK11450.0000 - 12750.0000 MHz 36M0G7D

PSK11450.0000 - 12750.0000 MHz 1M20G7D

43.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK10700.0000 - 12750.0000 MHz 1M20G7D

PSK10700.0000 - 12750.0000 MHz 36M0G7D

PSK10700.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00KG7D

43.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

PSK12500.0000 - 12750.0000 MHz 54M0KG7D

PSK12500.0000 - 12750.0000 MHz 1M20KG7D

PSK12250.0000 - 12750.0000 MHz 54M0KG7D

PSK12250.0000 - 12750.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 54M0KG7D

PSK11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11450.0000 - 12750.0000 MHz 27M0KG7D

PSK11450.0000 - 12750.0000 MHz 1M20KG7D

PSK10950.0000 - 11700.0000 MHz 54M0KG7D

PSK10950.0000 - 11700.0000 MHz 1M20KG7D

PSK10950.0000 - 11200.0000 MHz 27M0KG7DPage 6 of 25



PSK10950.0000 - 11200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7D

Points of Communication:

MELCO Remotes - AMC-16 - (85 W.L.)

MELCO Remotes - ESTRELA DO SUL 2 - (63 W.L.)

MELCO Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

MELCO Remotes - GALAXY 16 - (99 W.L.)

MELCO Remotes - GALAXY 17 (S2715) - (91 W.L.)

MELCO Remotes - INTELSAT 29e (S2913) - (50.0 W.L.)

MELCO Remotes - JCSAT 5A - (132 E.L.)

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - SES-6 (S2870) - (40.5 W.L.)

MELCO Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - AMAZONAS 2 (S2793) - (61 W.L.)

PPA Remotes - AMC-16 - (85 W.L.)

PPA Remotes - ANIK F1(S2745) - (107.3  W.L)

PPA Remotes - ANIK G1 - (107.3 W.L.)

PPA Remotes - APSTAR 6 - (226 W.L.)

PPA Remotes - Apstar 7 - (76.5 E.L.)

PPA Remotes - AsiaSat 5 - (100.5E)

PPA Remotes - ESTRELA DO SUL 2 - (63 W.L.)

PPA Remotes - Eutelsat 10A (W2A) - (10.0 E.L.) Page 7 of 25



PPA Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

PPA Remotes - EUTELSAT 117 (S2873) - (116.8 W.L.)

PPA Remotes - EUTELSAT 172A(S2610) - (172 E. L.)

PPA Remotes - GALAXY 16 - (99 W.L.)

PPA Remotes - GALAXY 17 (S2715) - (91 W.L.)

PPA Remotes - INTELSAT 14 (S2785) - (45.0 W.L.)

PPA Remotes - INTELSAT 15 (S2789) - (85.0 W.L.)

PPA Remotes - INTELSAT 29e (S2913) - (50.0 W.L.)

PPA Remotes - JCSAT 5A - (132 E.L.)

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - SES-6 (S2870) - (40.5 W.L.)

PPA Remotes - Superbird C2 - (144 E.L)

PPA Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - Yamal 300K - (90 E.L.)

E960401SES-AMD-20151208-00914 E

Class of Station: Fixed Earth Stations

Amendment

GCI Communication Corp.

Nature of Service: Fixed Satellite Service

See IBFS File No. SES-MOD-201510818-00531 for a description of application amended.

69 ° 44 ' 26.20 " N LAT.

SITE ID: 1

WITHIN THE COMMUNITY OF, NORTH SLOPE BOR, POINT LAY, AK

163 ° 0 ' 44.50 " W LONG.

LOCATION:

VIASAT1 3.6 metersANTENNA ID: 8136

45.15 dBW PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICES.

5925.0000 - 6425.0000 MHz 6K72D7W-

68.61 dBW PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICES.

5925.0000 - 6425.0000 MHz 36M0D7WPage 8 of 25



45.15 dBW PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

5925.0000 - 6425.0000 MHz 6K72G7W-

68.61 dBW PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

5925.0000 - 6425.0000 MHz 36M0G7W

PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICES.

3700.0000 - 4200.0000 MHz 6K72D7W-

PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICES.

3700.0000 - 4200.0000 MHz 36M0D7W

PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

3700.0000 - 4200.0000 MHz 6K72G7W-

PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

3700.0000 - 4200.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E150142SES-LIC-20151203-00906 E

Class of Station: VSAT Network

Application for Authority

Anthem Inc.

Nature of Service: Fixed Satellite Service

43 ° 38 ' 1.60 " N LAT.

SITE ID: Anthem_PWM

2 Gannett Drive (3.7M. HUB-A), Cumberland, South Portland, ME

70 ° 21 ' 6.60 " W LONG.

LOCATION:

SumanHUB3_7A 3.7 metersANTENNA ID: SM-T3.7R

0.00 dBW Various Digital Phase Modulation and

FEC, digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

52.30 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

77.86 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 36M0G7W

38 ° 37 ' 48.90 " N LAT.

SITE ID: Anthem_STL

1831 Chestnut Street (3.7M. HUB-A), Saint Louis City, Saint Louis, MO

90 ° 12 ' 26.40 " W LONG.

LOCATION:

SumanHUB3_7A 3.7 metersANTENNA ID: SM-T3.7R

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7WPage 9 of 25



0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

52.30 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

77.86 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 36M0G7W

0 ° 0 ' 0.00 " N LAT.

SITE ID: Remote1_2A

REM1_2A (500 UNITS), CONUS,AK,HI,PR,VI

0 ° 0 ' 0.00 " W LONG.

LOCATION:

GD SatcomREM1_2A 1.2 metersANTENNA ID: 1134

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

43.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

63.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 10M0G7W

0 ° 0 ' 0.00 " N LAT.

SITE ID: Remote

0 ° 0 ' 0.00 " W LONG.

LOCATION:

GD SatcomREM1_8A 1.8 metersANTENNA ID: 1194

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

46.70 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

69.71 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 20M0G7W

AVLREM1_8B 1.8 metersANTENNA ID: 1888

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

46.80 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7WPage 10 of 25



70.78 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 25M0G7W

AVLREM1_8C 1.8 metersANTENNA ID: 1810

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

46.70 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG74

70.68 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 25M0G7W

GD SatcomREM2_4A 2.4 metersANTENNA ID: 1241

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

49.20 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

73.97 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 30M0G7W

SumanREM3_7A 3.7 metersANTENNA ID: SM-T3.7R

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7W

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

52.30 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

77.86 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 36M0G7W

38 ° 27 ' 47.90 " N LAT.

SITE ID: Anthem_SHD

1175 North Main Street (4.8M. HUBA), Harrisonburg City, Harrisonburg, VA

78 ° 51 ' 25.60 " W LONG.

LOCATION:

GD SatcomHUB4_8A 4.8 metersANTENNA ID: 4.8m Cassagrain

0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 100KG7WPage 11 of 25



0.00 dBW Various Phase Modulation and FEC,

digital data, voice and video

11700.0000 - 12200.0000 MHz 36M0G7W

55.20 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 100KG7W

80.76 dBW Various Phase Modulation and FEC,

digital data, voice and video

14000.0000 - 14500.0000 MHz 36M0G7W

Points of Communication:

Anthem_PWM - PERMITTED LIST - ()

Anthem_SHD - PERMITTED LIST - ()

Anthem_STL - PERMITTED LIST - ()

Remote - PERMITTED LIST - ()

Remote1_2A - PERMITTED LIST - ()

E160025SES-LIC-20160217-00140 E

Class of Station: Temporary Fixed Earth Station

Application for Authority

Bates Technical College

Nature of Service: Fixed Satellite Service

SITE ID: 1

LOCATION:

Vertex1 2.4 metersANTENNA ID: 2.4DMK

74.40 dBW Digital Traffic, Various FEC, VArious

Modulation

14000.0000 - 14500.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E160026SES-LIC-20160218-00141 E

Class of Station: Fixed Earth Stations

Application for Authority

NBC Telemundo License LLC EZ

Nature of Service: Fixed Satellite Service

35 ° 46 ' 46.50 " N LAT.

SITE ID: WRAL

2619 Western Boulevard, Wake, Raleigh, NC

78 ° 40 ' 28.80 " W LONG.

LOCATION:

AndrewSKYPATH 4.5 metersANTENNA ID: ES45T-T-1

66.88 dBW Carrier phase modulated with video,

audio and data

14000.0000 - 14500.0000 MHz 2M00G7WPage 12 of 25



67.53 dBW Carrier phase modulated with video,

audio and data

14000.0000 - 14500.0000 MHz 36M0G7W

Carrier phase modulated with video,

audio and data

11700.0000 - 12200.0000 MHz 2M00G7W

Carrier phase modulated with video,

audio and data

11700.0000 - 12200.0000 MHz 36M0G7W

Points of Communication:

WRAL - PERMITTED LIST - ()

E160027SES-LIC-20160222-00151 E

Class of Station: Temporary Fixed Earth Station

Application for Authority

Louisiana Media Company, LLC EZ

Nature of Service: Fixed Satellite Service

SITE ID: 1

LOCATION:

AVL Technologies1 1.2 metersANTENNA ID: 1210K

63.10 dBW Compressed Digital Video and Audio14000.0000 - 14500.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E100089SES-MFS-20150609-00349 E

Class of Station: Mobile Earth Station

Modification

Panasonic Avionics Corporation

Nature of Service: Earth Station Aboard  Aircraft, Fixed Satellite Service

Panasonic Avionics Corporation (Panasonic) requests authority to modify its existing Ku-band earth station aboard aircraft (ESAA) blanket

license by adding 9 points of communication for Panasonic Phased Array (PPA) terminals, and 4 points of communications for Mitsubishi

Electronics Company (MELCO) terminals.  Specifically, Panasonic seeks to add the following as authorized points of communication for the

PPA terminal:  (1) Eutelsat 70B at 70.5° E.L., using the 10.95-11.7 GHz and 12.5-12.75 GHz (space-to-Earth) and 14.0-14.5 GHz

(Earth-to-space) frequency bands; (2) JSAT-5A at 132° E.L., using the 12.25-12.75 GHz (space-to-Earth) and 14.0-14.5 GHz (Earth-to-space)

frequency bands; (3) Yamal 401 at 90° E.L., using the 10.95-11.2 GHz and 11.45-12.75 GHz (space-to-Earth) and 14.0-14.5 GHz

(Earth-to-space) frequency bands; (4) Yamal 300K at 177° W.L., using the 10.95-11.2 GHz and 11.45-11.7 GHz (space-to-Earth) and 14.0-14.5

GHz (Earth-to-space) frequency bands; and (5) NSS-6 at 95° E.L., using the 11.45-11.7 GHz and 12.5-12.75 GHz (space-to-Earth) and

14.0-14.5 GHz (Earth-to-space) frequency bands.  Panasonic requests to add the following as authorized points of communication for both the

PPA and MELCO terminals:  (1) Galaxy 16 at 99° W.L., using the 11.7-12.2 GHz (space-to-Earth) and 14.0-14.5 GHz (Earth-to-space)

frequency bands; (2) Eutelsat 115WB at 114.9° W.L., using the 11.7-12.2 GHz (space-to-Earth) and 14.0-14.5 GHz (Earth-to-space) frequency

bands; (3) IS-29e at 50° W.L., using the 10.95-12.5 GHz (space-to-Earth) and 14.0-14.5 GHz (Earth-to-space) frequency bands; and (4)

AMC-16 at 85° W.L. using the 11.7-12.2 GHz (space-to-Earth) and 14.0-14.5 GHz (Earth-to-space) frequency bands.  As part of its

modification, Panasonic has requested a grant of market access to the U.S. market for communications with the Yamal 300K space station.

Panasonic also seeks waivers, to the extent necessary, of Sections 2.106, 25.114(d)(14)(ii), 25.210(f), and 25.283(c) of the Commission's rules.

This application was amended by IBFS File Nos. SES-AFS-20150820-00538 and SES-AFS-20160107-00003.

SITE ID: MELCO Remotes

Operate up to 50 ESAA stations (0.68 m antennas), CONUS, AK, HI, USLOCATION:

Mitsubishi ElectronicsMELCO 0.68 metersANTENNA ID: 726-20176-101Page 13 of 25



42.10 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 9M00G7D

24.60 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 160KG7D

36.70 dBW BPSK, QPSK digital data14000.0000 - 14400.0000 MHz 2M56G7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 9M00G7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 160KG7D

BPSK, QPSK digital data11700.0000 - 12200.0000 MHz 2M56G7D

33.20 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 500KG7D

45.75 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14400.0000 MHz 9M00G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 1M20G7D

BPSK, QPSK DIGITAL DATA10700.0000 - 12750.0000 MHz 36M0G7D

BPSK, QPSK DIGITAL DATA10950.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 9M00KG7D

36.30 dBW BPSK, QPSK DIGITAL DATA14000.0000 - 14500.0000 MHz 500KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 54M0KG7D

BPSK, QPSK DIGITAL DATA11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7D

SITE ID: PPA Remotes

Operate up to 2000  ESAA stations (0.89 m antennas), USA AND GLOBALLOCATION:

PANASONICPPA 0.89 metersANTENNA ID: AURA LE

44.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK11450.0000 - 12750.0000 MHz 72M0G7D

PSK11450.0000 - 12750.0000 MHz 36M0G7DPage 14 of 25



PSK11450.0000 - 12750.0000 MHz 1M20G7D

43.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00G7D

PSK10700.0000 - 12750.0000 MHz 1M20G7D

PSK10700.0000 - 12750.0000 MHz 36M0G7D

PSK10700.0000 - 12750.0000 MHz 54M0G7D

48.00 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 9M00KG7D

43.50 dBW BPSK, SPREAD SPECTRUM14000.0000 - 14500.0000 MHz 500KG7D

PSK12500.0000 - 12750.0000 MHz 54M0KG7D

PSK12500.0000 - 12750.0000 MHz 1M20KG7D

PSK12250.0000 - 12750.0000 MHz 54M0KG7D

PSK12250.0000 - 12750.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 54M0KG7D

PSK11700.0000 - 12200.0000 MHz 1M20KG7D

PSK11450.0000 - 12750.0000 MHz 27M0KG7D

PSK11450.0000 - 12750.0000 MHz 1M20KG7D

PSK10950.0000 - 11700.0000 MHz 54M0KG7D

PSK10950.0000 - 11700.0000 MHz 1M20KG7D

PSK10950.0000 - 11200.0000 MHz 27M0KG7D

PSK10950.0000 - 11200.0000 MHz 1M20KG7D

PSK11700.0000 - 12200.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 54M0KG7D

PSK10950.0000 - 12500.0000 MHz 36M0KG7D

PSK10950.0000 - 12500.0000 MHz 1M20KG7D

Points of Communication:

MELCO Remotes - AMC-16 - (85 W.L.) Page 15 of 25



MELCO Remotes - ESTRELA DO SUL 2 - (63 W.L.)

MELCO Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

MELCO Remotes - GALAXY 16 - (99 W.L.)

MELCO Remotes - GALAXY 17 (S2715) - (91 W.L.)

MELCO Remotes - INTELSAT 29e (S2913) - (50.0 W.L.)

MELCO Remotes - JCSAT 5A - (132 E.L.)

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - OTHER -

MELCO Remotes - SES-6 (S2870) - (40.5 W.L.)

MELCO Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - AMAZONAS 2 (S2793) - (61 W.L.)

PPA Remotes - AMC-16 - (85 W.L.)

PPA Remotes - ANIK F1(S2745) - (107.3  W.L)

PPA Remotes - ANIK G1 - (107.3 W.L.)

PPA Remotes - APSTAR 6 - (226 W.L.)

PPA Remotes - Apstar 7 - (76.5 E.L.)

PPA Remotes - AsiaSat 5 - (100.5E)

PPA Remotes - ESTRELA DO SUL 2 - (63 W.L.)

PPA Remotes - Eutelsat 10A (W2A) - (10.0 E.L.)

PPA Remotes - EUTELSAT 115 (S2589) - (114.9 W.L.)

PPA Remotes - EUTELSAT 117 (S2873) - (116.8 W.L.)

PPA Remotes - EUTELSAT 172A(S2610) - (172 E. L.)

PPA Remotes - GALAXY 16 - (99 W.L.)

PPA Remotes - GALAXY 17 (S2715) - (91 W.L.)

PPA Remotes - INTELSAT 14 (S2785) - (45.0 W.L.)

PPA Remotes - INTELSAT 15 (S2789) - (85.0 W.L.)

PPA Remotes - INTELSAT 29e (S2913) - (50.0 W.L.) Page 16 of 25



PPA Remotes - JCSAT 5A - (132 E.L.)

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - OTHER -

PPA Remotes - SES-6 (S2870) - (40.5 W.L.)

PPA Remotes - Superbird C2 - (144 E.L)

PPA Remotes - TELSTAR 11N (S2357) - (37.5 W.L.)

PPA Remotes - Yamal 300K - (90 E.L.)

E960401SES-MOD-20150818-00531 E

Class of Station: Fixed Earth Stations

Application for Modification

GCI Communication Corp.

Nature of Service: Fixed Satellite Service

GCI Communication Corp. requests modification of its fixed earth station authorization to change site location and to update technical data. This

application was amended by IBFS File No. SES-AMD-20151208-00914

69 ° 44 ' 26.20 " N LAT.

SITE ID: 1

WITHIN THE COMMUNITY OF, NORTH SLOPE BOR, POINT LAY, AK

163 ° 0 ' 44.50 " W LONG.

LOCATION:

VIASAT1 3.6 metersANTENNA ID: 8136

45.15 dBW PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICE.

5925.0000 - 6425.0000 MHz 6K72D7W-

68.61 dBW PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICE.

5925.0000 - 6425.0000 MHz 36M0D7W

45.15 dBW PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

5925.0000 - 6425.0000 MHz 6K72G7W-

68.61 dBW PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

5925.0000 - 6425.0000 MHz 36M0G7W

PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICE.

3700.0000 - 4200.0000 MHz 6K72D7W-

PHASE AND AMPLITUDE

MODULATED VOICE, VIDEO AND

DATA SERVICE.

3700.0000 - 4200.0000 MHz 36M0D7W

PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

3700.0000 - 4200.0000 MHz 6K72G7W-Page 17 of 25



PHASE MODULATED VOICE, VIDEO

AND DATA SERVICES

3700.0000 - 4200.0000 MHz 36M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E080185SES-MOD-20151222-00958 E

Class of Station: Fixed Earth Stations

Application for Modification

Sirius XM Radio Inc.

Nature of Service: Satellite Digital Audio Radio Service

Sirius XM Radio Inc. requests modification of its Vernon, NJ fixed earth station to: 1) designate the full SDARS downlink spectrum, 2320-2345

MHz, as licensed receive frequencies; 2) add specific geostationary SDARS satellites to the license; and 3) seek flexibility to allow the E080185

antennas to communicate with any SDARS satellites operated by SiriusXM and its affiliates during and after authorized relocations of those

satellites within the 80° W.L. to 120° W.L. geostationary arc.

41 ° 12 ' 45.00 " N LAT.

SITE ID: 1

24 Vernon Crossing Road, Sussex, Vernon, NJ

74 ° 29 ' 39.00 " W LONG.

LOCATION:

General Dynamics1 7.2 metersANTENNA ID: N/A

75.00 dBW TDM QPSK DARS PROGRAM

UPLINK

7068.0000 - 7072.5000 MHz 4M50G7E

75.00 dBW TDM QPSK DARS PROGRAM

UPLINK

7060.0000 - 7064.5000 MHz 4M50G7E

75.00 dBW PCM/PSK/FM COMMAND7055.5000 - 7056.5000 MHz 1M00F1D

75.00 dBW PCM/PSK/FM COMMAND7051.5000 - 7052.5000 MHz 1M00F1D

0.00 dBW BIPHASE PCM TELEMETRY2331.8500 - 2332.1500 MHz 300KG1D

0.00 dBW BIPHASE PCM TELEMETRY2331.3500 - 2331.6500 MHz 300KG1D

0.00 dBW TDM QPSK DARS PROGRAM

DOWNLINK

2328.0000 - 2332.5000 MHz 4M50G7E

0.00 dBW BIPHASE PCM TELEMETRY2320.8500 - 2321.1500 MHz 300KG1D

0.00 dBW BIPHASE PCM TELEMETRY2320.3500 - 2320.6500 MHz 300KG1D

0.00 dBW TDM QPSK DARS PROGRAM

DOWNLINK

2320.0000 - 2324.5000 MHz 4M50G7E

GENERAL DYNAMICS2 7.2 metersANTENNA ID: N/A

80.00 dBW TDM QPSK DARS PROGRAM

UPLINK

7068.0000 - 7072.0000 MHz 4M50G7EPage 18 of 25



80.00 dBW TDM QPSK DARS PROGRAM

UPLINK

7060.0000 - 7064.5000 MHz 4M50G7E

80.00 dBW AUDIO CONTENT ANCILLARY

DATA, QPSK

7056.8450 - 7074.8690 MHz 1M84G1W

80.00 dBW PCM/PSK/FM COMMAND7055.5000 - 7056.5000 MHz 1M00F1D

80.00 dBW PCM/PSK/FM COMMAND7051.6000 - 7052.5000 MHz 1M00F1D

80.00 dBW TELEMETRY7042.6000 - 7074.4000 MHz 800KF2D

TELEMETRY2332.5000 - 2345.0000 MHz 100KG2D

AUDIO CONTENT ANCILLARY

DATA, QPSK

2332.5000 - 2345.0000 MHz 1M84G1W

TDM QPSK DARS PROGRAM

UPLINK

2328.0000 - 2332.5000 MHz 4M50G7E

BIPHASE PCM TELEMETRY2320.0000 - 2332.5000 MHz 300KG1D

TDM QPSK DARS PROGRAM

UPLINK

2320.0000 - 2324.5000 MHz 4M50G7E

Points of Communication:

1 - SIRIUS FM & XM SATS - (VARIOUS)

1 - SIRIUS FM 5 - (86.15 W.L.)

1 - SIRIUS FM 5 - (96 W.L.)

1 - SIRIUS FM 6 - (116.15 W.L)

1 - XM 1 - (115.25 W.L)

1 - XM 3 - (85.15 W.L)

1 - XM-4 - (115.25W.L)

1 - XM-5 - (85.15)

E990291SES-MOD-20151222-00959 E

Class of Station: Fixed Earth Stations

Application for Modification

Sirius XM Radio Inc.

Nature of Service: Satellite Digital Audio Radio Service

Sirius XM Radio Inc. requests modification of its Vernon, NJ fixed earth station to: to: 1) designate the full SDARS downlink spectrum,

2320-2345 MHz, as licensed receive frequencies; 2) add specific geostationary SDARS satellites to the license; and 3) seek flexibility to allow

the E990291 antennas to communicate with any SDARS satellites operated by SiriusXM and its affiliates during and after authorized relocations

of those satellites within the 80° W.L. to 120° W.L. geostationary arc.Page 19 of 25



41 ° 12 ' 44.90 " N LAT.

SITE ID: 1

24 VERNON CROSSING ROAD (TT&C), SUSSEX, VERNON, NJ

74 ° 29 ' 41.30 " W LONG.

LOCATION:

VERTEXFEEDERS 4.5 metersANTENNA ID: 4.5 KPX/S

80.20 dBW TDM QPSK DARS FEEDER7068.0000 - 7072.5000 MHz 4M50G7E

80.20 dBW TDM QPSK DARS FEEDER7060.0000 - 7064.5000 MHz 4M50G7E

TDM QPSK DARS/ANCILLARY2328.0000 - 2332.5000 MHz 4M50G7E

TDM QPSK DARS/ANCILLARY2320.0000 - 2324.5000 MHz 4M50G7E

TDM QPSK DARS/ANCILLARY2320.0000 - 2345.0000 MHz 4M50G7E

Points of Communication:

1 - SIRIUS FM & XM SATS - (VARIOUS)

1 - SIRIUS FM 5 - (86.15 W.L.)

1 - SIRIUS FM 5 - (96 W.L.)

1 - SIRIUS FM 6 - (116.15 W.L)

1 - SIRIUS FM-1,-2,-3 - (NGSO)

E970361SES-MOD-20160121-00068 E

Class of Station: Fixed Earth Stations

Application for Modification

Globecomm License Sub LLC

Nature of Service: Fixed Satellite Service

Globecomm License Sub LLC requests modification of its fixed earth station in Hauppauge, NY, to remove Antenna ID AOT-16 (4.5 meter) and

to add new antennas AOT-14 (9.3 meter), AOT-15 (9.3 meter), and AOT-18 (4.5 meter), to communicate with Permitted List satellites in the

5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands.

40 ° 48 ' 53.60 " N LAT.

SITE ID: 1

45 OSER AVE., SUFFOLK, HAUPPAUGE, NY

73 ° 14 ' 18.40 " W LONG.

LOCATION:

VERTEX COMM.AOT-11 9 metersANTENNA ID: 9 KPC

80.00 dBW DIGITAL VIDEO, AUDIO, AND DATA5925.0000 - 6425.0000 MHz 36M0G7W

52.50 dBW DIGITAL VIDEO, AUDIO, AND DATA5925.0000 - 6425.0000 MHz 64K0G7W

67.50 dBW ANALOG VIDEO WITH ASSOCIATED

AUDIO SUBCARRIERS

5925.0000 - 6425.0000 MHz 36M0F8W

DIGITAL VIDEO, AUDIO, AND DATA3700.0000 - 4200.0000 MHz 36M0G7WPage 20 of 25



DIGITAL VIDEO, AUDIO, AND DATA3700.0000 - 4200.0000 MHz 64K0G7W

ANALOG VIDEO WITH ASSOCIATED

AUDIO SUBCARRIERS

3700.0000 - 4200.0000 MHz 36M0F8W

VERTEXAOT6/9.3M 9.3 metersANTENNA ID: 9.3 KPC

80.40 dBW Digital Video / SATMEX-55925.0000 - 6425.0000 MHz 36M0G7F

57.00 dBW Digital data / SATMEX-55925.0000 - 6425.0000 MHz 983KG7D

79.00 dBW IBS5925.0000 - 6122.0000 MHz 4M80G7W

51.80 dBW DIGITAL CARRIER QPSK5850.0000 - 6425.0000 MHz 51K2G7D

80.40 dBW DIGITAL COMPRESSED VIDEO5850.0000 - 6425.0000 MHz 36M0G7F

Digital Video / SATMEX-53700.0000 - 4200.0000 MHz 36M0G7F

Digital data / SATMEX-53700.0000 - 4200.0000 MHz 983KG7D

IBS3700.0000 - 4200.0000 MHz 4M80G7W

DIGITAL CARRIER  QPSK3625.0000 - 4200.0000 MHz 51K2G7D

DIGITAL COMPRESSED VIDEO3625.0000 - 4200.0000 MHz 36M0G7F

VERTEXAOT9/9.3M 9.3 metersANTENNA ID: 9.3 KPC

80.40 dBW DIGITAL VIDEO, 8 PSK FEC 5/6 2048

KBPS

5925.0000 - 6425.0000 MHz 36M0G7F

57.80 dBW DIGITAL DATA, 8 PSK FEC 5/6 2048

KBPS

5925.0000 - 6425.0000 MHz 983KG7D

DIGITAL VIDEO, 8 PSK FEC 5/6 2048

KBPS

3700.0000 - 4200.0000 MHz 36M0G7F

DIGITAL DATA, 8 PSK FEC 5/6 2048

KBPS

3700.0000 - 4200.0000 MHz 983KG7D

ANDREWAOT-14 9.3 metersANTENNA ID: 9.3 ESA

53.10 dBW DIGITAL DATA CARRIERS5925.0000 - 6425.0000 MHz 64K0G7W

80.64 dBW DIGITAL VIDEO AND DATA

CARRIERS

5925.0000 - 6425.0000 MHz 36M0G7W

68.10 dBW ANALOG VIDEO WITH ASSOCIATED

AUDIO

5925.0000 - 6425.0000 MHz 36M0F8W

DIGITAL DATA CARRIERS3700.0000 - 4200.0000 MHz 64K0G7WPage 21 of 25



DIGITAL VIDEO AND DATA

CARRIERS

3700.0000 - 4200.0000 MHz 36M0G7W

ANALOG VIDEO WITH ASSOCIATED

AUDIO

3700.0000 - 4200.0000 MHz 36M0F8W

ANDREWAOT-15 9.3 metersANTENNA ID: 9.3 ESA

53.10 dBW DIGITAL DATA CARRIERS5925.0000 - 6425.0000 MHz 64K0G7W

80.64 dBW DIGITAL VIDEO AND DATA

CARRIERS

5925.0000 - 6425.0000 MHz 36M0G7W

68.10 dBW ANALOG VIDEO WITH ASSOCIATED

AUDIO

5925.0000 - 6425.0000 MHz 36M0F8W

DIGITAL DATA CARRIERS3700.0000 - 4200.0000 MHz 64K0G7W

DIGITAL VIDEO AND DATA

CARRIERS

3700.0000 - 4200.0000 MHz 36M0G7W

ANALOG VIDEO WITH ASSOCIATED

AUDIO

3700.0000 - 4200.0000 MHz 36M0F8W

ASC SIGNALAOT-18 4.5 metersANTENNA ID: 4.5M

45.50 dBW DIGITAL DATA CARRIERS5925.0000 - 6425.0000 MHz 64K0G7W

73.04 dBW DIGITAL VIDEO AND DATA

CARRIERS

5925.0000 - 6425.0000 MHz 36M0G7W

60.50 dBW ANALOG VIDEO WITH ASSOCIATED

AUDIO

5925.0000 - 6425.0000 MHz 36M0F8W

DIGITAL DATA CARRIERS3700.0000 - 4200.0000 MHz 64K0G7W

DIGITAL VIDEO AND DATA

CARRIERS

3700.0000 - 4200.0000 MHz 36M0G7W

ANALOG VIDEO WITH ASSOCIATED

AUDIO

3700.0000 - 4200.0000 MHz 36M0F8W

Points of Communication:

1 - ANIK E1 - (118.7 W.L.)

1 - ANIK E2 - (111.1  W.L)

1 - INTEL 903 (S2407) - (34.5 W.L.)

1 - INTELSAT 605 - (332.5 E.L.)

1 - INTELSAT 705 - (50 W.L.)

1 - INTELSAT 707 - (53 W.L.) Page 22 of 25



1 - INTELSAT 805 (S2404) - (304.5 E.L.)

1 - INTELSAT 901 (S2405) - (18 W.L.)

1 - Intelsat 905 (S2409) - (24.5 W.L.)

1 - NSS 5 - (177 W.L.)

1 - PAS-1R - (45.0 W.L.)

1 - PAS-3R - (43.0 W.L.)

1 - PERMITTED LIST - ()

E2220SES-MOD-20160125-00083 E

Class of Station: Fixed Earth Stations

Application for Modification

Alascom, Inc.

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Karluk, AK to update emission designators.  This earth station operates with

Permitted List satellites in the 5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands.

57 ° 33 ' 49.80 " N LAT.

SITE ID: 1

NSN KARLUK, KARLUK, AK

154 ° 26 ' 5.60 " W LONG.

LOCATION:

ANDREW CORP1 4.5 metersANTENNA ID: ESA5-46A

57.16 dBW VARIOUS PSK &QAM-VOICE AND

DATA

5925.0000 - 6425.0000 MHz 15M0G7W

VARIOUS PSK &QAM-VOICE AND

DATA

3700.0000 - 4200.0000 MHz 29K0G7W

52.10 dBW VARIOUS PSK &QAM-VOICE AND

DATA

5925.0000 - 6425.0000 MHz 29K0G7W

VARIOUS PSK &QAM-VOICE AND

DATA

3700.0000 - 4200.0000 MHz 15M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E2254SES-MOD-20160125-00084 E

Class of Station: Fixed Earth Stations

Application for Modification

Alascom, Inc.

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Kivalina, AK to update emission designators.  This earth station operates with

Permitted List satellites in the 5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands.Page 23 of 25



67 ° 43 ' 34.80 " N LAT.

SITE ID: 1

NSN BERING ST., KIVALINA, KIVALINA, AK

164 ° 32 ' 16.10 " W LONG.

LOCATION:

ANDREW CORP1 4.5 metersANTENNA ID: ESA45-39239

52.10 dBW VARIOUS PSK & QAM - VOICE AND

DATA

5925.0000 - 6425.0000 MHz 29K0G7W

57.16 dBW VARIOUS PSK & QAM - VOICE AND

DATA

5925.0000 - 6425.0000 MHz 15M0G7W

VARIOUS PSK & QAM - VOICE AND

DATA

3700.0000 - 4200.0000 MHz 29K0G7W

VARIOUS PSK & QAM - VOICE AND

DATA

3700.0000 - 4200.0000 MHz 15M0G7W

Points of Communication:

1 - PERMITTED LIST - ()

E2247SES-MOD-20160125-00085 E

Class of Station: Fixed Earth Stations

Application for Modification

Alascom, Inc.

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Noatak, AK to update emission designators.  This earth station operates with

Permitted List satellites in the 5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands.

67 ° 34 ' 17.00 " N LAT.

SITE ID: 1

NSN SWAMP ST, NOATAK, NOATAK, AK

162 ° 58 ' 14.10 " W LONG.

LOCATION:

ANDREW CORP1 4.5 metersANTENNA ID: ESA45-46A

57.16 dBW VARIOUS PSK & QAM-VOICE AND

DATA

5925.0000 - 6425.0000 MHz 15M0G7W

VARIOUS PSK & QAM-VOICE AND

DATA

3700.0000 - 4200.0000 MHz 29K0G7W

52.10 dBW VARIOUS PSK & QAM-VOICE AND

DATA

5925.0000 - 6425.0000 MHz 29K0G7W

VARIOUS PSK & QAM-VOICE AND

DATA

3700.0000 - 4200.0000 MHz 15M0G7W

Points of Communication:

1 - PERMITTED LIST - () Page 24 of 25



For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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